


VOR I EX Dimensions and Specifications
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VorTex is best installed with an in ground
base which should be set into a concrete
footing as below. Y
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2.8m Square X = 800mm
4.2m Square X = 1000mm
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size (a) shape pole diameter head clearance (b) total height (c) shade area
4.2m x 4.2m Square 76mm 2280mm 3800mm 17.64m?

2.8m x 2.8m Square 76mm 2000mm 3200mm 7.4m?

Lighting Fabric Specifications F RECONTRgg\lI?T

502-2159

502-2160

502-2161

502-2162
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Technical Properties Précontraint™ 502 Standards
502-2165

TERSUISSE
Yarn 1100 dtex PES HT @

Weight 590 g/sqm EN ISO 2286-2 502-2166

Roll-width 180 cm 502-2167

Tensile st th /weft] 250/250 daN/ 5 cm ENISO 1421
ensile strength (warp/weft) 502-2168

Tear strength (warp/weft) 25/20 daN DIN 53.363

4 x 50W Mast mounted spot lights,

: " Adhesion 9/9 daN/ 5 cm ENISO 2411
with option for coloured LEDs
Finish vernis Biface 502-2172
Flame retardancy M2/NFP 92-507 e B1/DIN 4102-1 « BS 7837 « GROUP 1/AS/NZS 3837 502-2173
1530.3/AS/NZS ¢ SP METHOD 2205 ¢ LP7 « M2/UNE 23.727 - T

502-2171

Heatl ng VKF 5.3/SN 198898 « B1/ONORM A 3800-1 ¢ CLASSE 1/UNI 9177 502-8056
METHOD 1/NFPA 701 ¢ CSFM T19 » UBC 31-1 « CLASS A/ASTM E84 )

G1/GOST 30244-94 « Test 2/ CAN ULCS109 502-8102

Quality management system 1SO 9001 502-8204

502-8255

Printing

502-8284

1.4kW electric IR heaters, can be ey

mounted on the struts or centrally
mounted on the mast.

502-8450

502-8861

Canopies can be screen printed or have vinyl logos applied

S Zone UK Limited

The Deep Business Centre, Hull, East Yorkshire, HU1 4BG
01482 481050 - 07984 386090 - info@s-zone.co.uk




